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HID-PrimaVision mini for CDM lamps - Independent



OEM Catalogue 2008/20092.92

HID-PrimaVision (potted) for MH/CDM lamps

HID-PV 70 /S

Product Description
●	 Solid, one-piece electronic gear for 150W MH and CDM lamps and 

70W CDM lamps

Product Features
●	 For use with Ceramic Discharge Lamps (CDM) and/or Metal Halide 

lamps (MH)
●	 Available as Standard (/S) for use in a luminaire, or with separate 

strain relief for independent use on a (false) ceiling
●	 For 70W CDM: Digital DALI interface for communication with the 

gear
●	 Minimal lamp power spread
●	 Microprocessor controlled
●	 Lamp end-of-life detection
●	 High Tambient and Tcase temperatures
●	 Long lifetime of 40,000 h
●	 Eliminates all visible lamp flicker
●	 Reduces colour differences between lamps and initial lumen spread
●	 Silent operation without hum
●	 Performance is independent of mains voltage
●	 Lamp life increased by up to 30% (CDM) or 50% (MH)
●	 Simple installation and cabling
●	 Push-in connectors
●	 Separate strain-relief
●	 For 70W: DALI interface enables communication with gear for 

switching on/off and read-out of status

Application
●	 70W: accent and decorative, shops and retail, indoor public spaces, 

lobbies and offices
●	 150W: as 70W for high ceilings
●	 Climatic suitability: for indoor and outdoor applications due to 

plastic housing and potting

Quality
Philips Quality assures optimum quality regarding:
●	 System supplier: As manufacturers of lamps and electronic control 

gear, Philips ensures that, from the earliest development stage, 
optimum lamp/gear performance is maintained

●	 European standards: Philips HID electronic gears comply with all 
relevant international rules and regulations

Compliances and approvals
RoHS compliant
ENEC or KEMA/VDE approved

Recommended lamp page 2.104

www.philips.com/OEM
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Type A1Nom A3Nom B1Nom C1Nom C3Nom
HID-STRAIN RELIEF 40 40 62 30 16

HID-PrimaVision (potted) for MH/CDM lamps

D
1

A2

B1 B2

A3

A1

C
1

Type A1Nom A2Nom A3Nom B1Nom B2Nom C1Nom D1Nom
HID-PrimaVision 70/150 /S MH/CDM 220-240V 50/60Hz 150.0 134.0 136.0 90.0 70.0 40.0 4.5

HID-STRAIN RELIEFHID-PV DALI 70/S

Inrush current
Type Maximum

gear number
on MCB

(x)

Inrush
current

Peak
(A)

Inrush
current
Width

(ms)

HID-PrimaVision 150 /S MH/CDM 220-240V 50/60Hz 9 0.50

HID-PrimaVision DALI 70 /S CDM 220-240V 50/60Hz 11 40 0.58
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HID-PrimaVision (potted) for MH/CDM lamps

Electrical data
Type Number

of
Lamps

(x)

Rated
Gear-
Lamp

Power

Power
losses

gear
(W)

Line
Frequency

(Hz)

Line
Voltage

(V)

T-case
life

(ºC)

T-case
maximum

(ºC)

T-ambient

HID-PrimaVision 150 /S MH/CDM 220-240V 50/60Hz 1 150 50/60 220-240 90 100 50

HID-PrimaVision DALI 70 /S CDM 220-240V 50/60Hz 1 70 7.0 50/60 220-240 90 100 50

Electrical data
Type Ignition

Voltage

(kV)

Cable-Cap
outputwires

mutual
(pF)

HID-PrimaVision 150 /S MH/CDM 220-240V 50/60Hz 4.50 120

HID-PrimaVision DALI 70 /S CDM 220-240V 50/60Hz 4,00 120

Ordering and packing data
Type Weight Qty bulk

packing
Dimensions bulk packing EAN code

bulk packing
EOC

8711500

HID-PrimaVision 150 /S MH/CDM 220-240V 50/60Hz 0.725 kg 10 39.8 cm x 16 cm x 11.1 cm 8711500748768 748751 30

HID-PrimaVision DALI 70 /S CDM 220-240V 50/60Hz 0.725 kg 10 39.8 cm x 16 cm x 11.1 cm 910486 30

HID-STRAIN RELIEF 0.022 kg 10 15.5 cm x 13.7 cm x 8.5 cm 8711500539878 539861 30

HID-PV 150 /S HID-PV DALI 70 /S
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HID-PrimaVision (potted) for MH/CDM lamps



OEM Catalogue 2008/20092.96

HID-PrimaVision for CDM Mid-Wattage lamps

HID-PV 250 /S

Product Description
●	 Solid, one-piece electronic gear for medium wattage CDM lamps  

(> 250W)

Features and Benefits
●	 For use with Ceramic Discharge Lamps (CDM)
●	 Available as Standard (/S) for use in a luminaire
●	 Minimal lamp power spread
●	 Microprocessor controlled
●	 Lamp end-of-life detection
●	 High Tambient and Tcase temperatures
●	 Long lifetime of 40,000 h
●	 Eliminates all visible lamp flicker
●	 Reduces colour differences between lamps and initial lumen spread
●	 Silent operation without hum
●	 Performance is independent of mains voltage
●	 Lamp life increased by up to 30% for CDM lamps
●	 Simple installation and cabling
●	 Push-in connectors

Applications
●	 High bay shop lighting
●	 Flood lighting
●	 Climatic suitability: for indoor and outdoor applications due to 

plastic housing and potting

Quality
Philips assures optimum quality regarding:
●	 System supplier: As supplier of HID lamps and electronic gear, Philips 

ensures that, from the earliest development stage, optimum lamp-
gear performance is maintained

●	 European standards: Philips HID electronic gear comply with all 
relevant international rules and regulations

Recommended lamp page 2.104

www.philips.com/OEM
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Type A1Nom A2Nom B1Nom B2Nom C1Nom D1Nom
HID-PrimaVision 250 /S CDM 220-240V 50/60Hz 166.0 156.0 97.0 81.5 61.0 4.2

HID-PrimaVision for CDM Mid-Wattage lamps

Inrush current
Type Maximum

gear number
on MCB

(x)

Inrush
current

Peak
(A)

Inrush
current
Width

(ms)

HID-PrimaVision 250 /S CDM 220-240V 50/60Hz 9 35 1

Electrical data
Type Number

of
Lamps

(x)

Rated
Gear-
Lamp

Power

Power
losses

gear
(W)

Line
Frequency

(Hz)

Line
Voltage

(V)

T-case
life

(ºC)

T-case
maximum

(ºC)

T-ambient

HID-PrimaVision 250 /S CDM 220-240V 50/60Hz 1 250 22 50/60 220-240 80 90 55

Electrical data
Type Ignition

Voltage

(kV)

Cable-Cap
outputwires

mutual
(pF)

HID-PrimaVision 250 /S CDM 220-240V 50/60Hz 3.1 300

Ordering and packing data
Type Weight Qty bulk

packing
Dimensions bulk packing EAN code

bulk packing
EOC

8711500

HID-PrimaVision 250 /S CDM 220-240V 50/60Hz 1.4 kg 6 39.5 cm x 18.4 cm x 13.2 cm 8711500909831 909572 30

HID-PV
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HID-PrimaVision for SDW-TG lamps (mini White SON)

HID-PV C 50/100 /S

Product Description
●	 Lightweight, one-piece electronic gear for 50W and 100W SDW-TG 

lamps (mini White SON)

Product Features
●	 Available as Standard (/S) for use in a luminaire, or with separate 

strain relief for independent use on a (false) ceiling
●	 Minimal lamp power spread
●	 Lamp end-of-life detection
●	 High Tambient and Tcase temperatures
●	 Long lifetime of 40,000 h
●	 Independent use with separate strain relief
●	 High quality (< 500 ppm)
●	 Quality standard by excellence in development and manufacturing 

processes
●	 Minimal lamp power tolerance gives optimal lamp performance
●	 Reduces colour differences between lamps and initial lumen spread
●	 Silent operation
●	 Performance is independent of mains voltage
●	 Easy luminaire design-in
●	 High quality results in trouble-free installations

Applications
●	 Shop lighting (creates a cosy atmosphere, e.g. in furniture shops), 

excellent display of fresh goods (e.g. in butchers, bakeries, florists)
●	 Climatic suitability: for indoor use only

Quality
Philips assures optimum quality regarding:
●	 System supplier: As supplier of HID lamps and electronic gear, Philips 

ensures that, from the earliest development stage, optimum lamp-
gear performance is maintained

●	 European standards: Philips HID electronic gear comply with all 
relevant international rules and regulations

Compliances and approvals
RoHS compliant
ENEC or KEMA/VDE approved

Recommended lamp page 2.104

www.philips.com/OEM

A3

A1

B1
C

1

C
3

Type A1Nom A3Nom B1Nom C1Nom C3Nom
HID-STRAIN RELIEF 40 40 62 30 16
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HID-PrimaVision for SDW-TG lamps (mini White SON)

D
1

A2

B1 B2

A3

A1

C
1

HID-STRAIN RELIEF

Inrush current
Type Maximum

gear number
on MCB

(x)

Inrush
current

Peak
(A)

Inrush
current
Width

(ms)

HID-PrimaVision Compact 50 /S SDW-TG 220-240V 50/60Hz 24 24 0.35

HID-PrimaVision Compact 100 /S SDW-TG 220-240V 50/60Hz 14 33 0.50

Electrical data
Type Number

of
Lamps

(x)

Rated
Gear-
Lamp

Power

Power
losses

gear
(W)

Line
Frequency

(Hz)

Line
Voltage

(V)

T-case
life

(ºC)

T-case
maximum

(ºC)

T-ambient

HID-PrimaVision Compact 50 /S SDW-TG 220-240V 50/60Hz 1 50 6 50/60 220-240 75 85 60

HID-PrimaVision Compact 100 /S SDW-TG 220-240V 50/60Hz 1 100 9 50/60 220-240 75 85 60

Type A1Nom A2Nom A3Nom B1Nom B2Nom C1Nom D1Nom
HID-PrimaVision Compact 50 /S//100 S 150 134 136 90 70 38 4.5

Electrical data
Type Ignition

Voltage

(kV)

Cable-Cap
outputwires

mutual
(pF)

HID-PrimaVision Compact 50 /S SDW-TG 220-240V 50/60Hz 4.0 200

HID-PrimaVision Compact 100 /S SDW-TG 220-240V 50/60Hz 4.0 200

Ordering and packing data
Type EAN code

1 piece
Weight Qty bulk

packing
Dimensions bulk packing EAN code

bulk packing
EOC

8711500

HID-PrimaVision Compact 50 /S SDW-TG 220-240V 50/60Hz 8711500909107 0.31 kg 10 39.8 cm x 16 cm x 11.1 cm 8711500909121 909107 30

HID-PrimaVision Compact 100 /S SDW-TG 220-240V 50/60Hz 8711500909084 0.35 kg 10 39.8 cm x 16 cm x 11.1 cm 8711500909091 909084 30

HID-STRAIN RELIEF 8711500539861 0.022 kg 10 15.5 cm x 13.7 cm x 8.5 cm 8711500539878 539861 30
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HID-CSLS Control system for SDW

CSLS

Product Description
●	 CSLS electronic control unit with impregnated (HID ‘BASIC’ ) or 

encapsulated (HID ‘Heavy Duty’ ) electromagnetic gears

Features and Benefits
●	 Electronic control unit ensures reliable starting and stabilizes lamp 

power for optimum performance (minimum colour deviation)
●	 Gears and electronic control units equipped with screw terminal 

blocks; other contact possibilities for gears on request
●	 Earthing-while-mounting facility (HID ‘BASIC’ gears); separate earth 

terminal (HID ‘Heavy Duty’ )
●	 Simple installation and cabling

Applications
●	 Similar to those of the related lamps
●	 Climatic suitability:

○	 CSLS + HID ‘BASIC’: restricted to built-in situations under normal 
conditions

○	 CSLS + HID ‘Heavy Duty’: use in luminaires under humid 
conditions (not drip-proof)

Quality
Philips Quality assures optimum quality regarding:
●	 System supplier: As manufacturers of lamps and electronic control 

gear, Philips ensures that, from the earliest development stage, 
optimum lamp/gear performance is maintained.

●	 European standards: Philips HID electronic gears comply with all 
relevant international rules and regulations.

Compliances and approvals
HID-em
Safety EN 61347-2-9
Performance EN 60923
RFI EN 55015
Harmonics EN 61000-3-2
EMC immunity EN 61547
Approval marking ENEC
CE-marking
Environmental standard ISO 14001
HID-ignitors
Safety EN 61347-2-1
Performance EN 60927
RFI EN 55015
Harmonics EN 61000-3-2
EMC immunity EN 61547
Approval marking ENEC
CE-marking
Environmental standard ISO 14001

Recommended lamp page 2.104

www.philips.com/OEM
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HID-CSLS Control system for SDW
D

1

A1

B1
C

1
A2

BSL

Type A1Nom A2Nom B1Nom C1Nom D1Nom
BSL 35 L327 230/240V 50Hz BC1-118 118.0 94.0 61.0 52.0 6.2

D
1

A1

B1
C

1

A2

BSL

Type A1Nom A2Nom B1Nom C1Nom D1Nom
BSL 100 L30 220V 60Hz HD1-118 118.0 103.0 65.0 53.0 6.2

A1

A2

B1

C
1

D1

B2

CSLS

Type A1Nom A2Nom B1Nom B2Nom C1Nom D1Nom
CSLS 35 SDW-T 220-240V 50/60Hz 98.0 70.0 58.5 46.0 39.5 4.5

BSL BSL
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HID-CSLS Control system for SDW

Electrical data
Type Number

of
Lamps

(x)

Rated
Gear-
Lamp

Power

Power
losses

gear
(W)

Line
Frequency

(Hz)

Line
Voltage

(V)

Response
voltage

(V)

T-case
life

(ºC)

T-case
maximum

(ºC)

BSL 35 L327 230/240V 50Hz BC1-118 1 35 6.3 50 230/240

CSLS 35 SDW-T 220-240V 50/60Hz 1 35 2.5 50/60 220-240 210 90 90

BSL 50 L307-LT 230/240V 50Hz BC1-118 1 50 9.4 50 230/240

CSLS 50 SDW-T 220-240V 50/60Hz 1 50 3.0 50/60 220-240 210 90 90

BSL 100 L202 230V 50Hz BC1-118 1 100 14.8 50 230

BSL 100 L307 230/240V 50Hz BC1-118 1 100 14.8 50 230/240

BSL 100 L30 220V 60Hz HD1-118 1 100 13.2 60 220

BSL 100 L40 230V 50Hz HD1-118 1 100 15.0 50 230

CSLS 100 SDW-T 220-240V 50/60Hz 1 100 4.0 50/60 220-240 210 90 90

Electrical data
Type T-ambient T-winding Delta-T

normal
conditions

(ºC)

Input
current

with PF-
correct.

(A)

Design Cable-Cap
outputwires

to earth
(pF)

BSL 35 L327 230/240V 50Hz BC1-118 130 40 0.20 BC1-118

CSLS 35 SDW-T 220-240V 50/60Hz 65 50

BSL 50 L307-LT 230/240V 50Hz BC1-118 130 55 0.35 BC1-118

CSLS 50 SDW-T 220-240V 50/60Hz 65 50

BSL 100 L202 230V 50Hz BC1-118 130 80 0.55 BC1-118

BSL 100 L307 230/240V 50Hz BC1-118 130 75 0.55 BC1-118

BSL 100 L30 220V 60Hz HD1-118 130 65 0.55 HD1-118

BSL 100 L40 230V 50Hz HD1-118 130 80 0.55 HD1-118

CSLS 100 SDW-T 220-240V 50/60Hz 65 50

Ordering and packing data
Type Weight Qty bulk

packing
Dimensions bulk packing EAN code

bulk packing
EOC

8711500

BSL 35 L327 230/240V 50Hz BC1-118 0.87 kg 6 19.6 cm x 13.3 cm x 11.1 cm 8711500744159 744142 30

CSLS 35 SDW-T 220-240V 50/60Hz 0.255 kg 18 30.8 cm x 22.3 cm x 9.6 cm 8711500908070 911124 30

BSL 50 L307-LT 230/240V 50Hz BC1-118 1.05 kg 6 19.6 cm x 13.3 cm x 11.1 cm 8711500061294 920355 31

BSL 50 L327-LT 230/240V 50Hz BC1-118 1.05 kg 6 19.6 cm x 13.3 cm x 11.1 cm 8711500742605 742599 31

CSLS 50 SDW-T 220-240V 50/60Hz 0.256 kg 18 30.8 cm x 22.3 cm x 9.6 cm 8711500908094 908087 30

BSL 100 L202 230V 50Hz BC1-118 1.3 kg 6 19.6 cm x 13.3 cm x 11.1 cm 8711500060723 919861 30

BSL 100 L307 230/240V 50Hz BC1-118 1.3 kg 6 19.6 cm x 13.3 cm x 11.1 cm 8711500060730 915306 30

BSL 100 L30 220V 60Hz HD1-118 1.26 kg 6 20.8 cm x 13.9 cm x 11.4 cm 8711500061836 919830 31

BSL 100 L40 230V 50Hz HD1-118 1.26 kg 6 20.8 cm x 13.9 cm x 11.4 cm 8711500061843 919847 31

CSLS 100 SDW-T 220-240V 50/60Hz 0.259 kg 18 30.8 cm x 22.3 cm x 9.6 cm 8711500908711 908704 30
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HID-CSLS Control system for SDW

BSL CSLS



Recommended Compact HID Lamp and Gear combination

OEM Catalogue 2008/20092.104

Lamp Gear system for best performance

Commercial name Technical name Gear Ignitor Capacitor

Mini MasterColour CDM-Tm 20W PrimaVision mini 20 CDM

MASTER Colour  CDM-TC

MASTER Colour  CDM-R111

CDM-TC 35W

CDM-TC 70W

PrimaVision 035 CDM

PrimaVision 070 CDM

MASTER Colour CDM-T

MASTER Colour  CDM-TD

MASTER Colour  CDM-TP

MASTER Colour  CDM-R

CDM 35W

CDM 70W

CDM 150W

PrimaVision 035 CDM

PrimaVision 070 CDM

PrimaVision 150 CDM

MASTER SDW-TG SDW-TG 50W

SDW-TG 100W

PrimaVision 50W SDW-TG

PrimaVision 100W SDW-TG

MASTER SDW-T SDW-T 35W

SDW-T 50W

SDW-T 100W

BSL 35 L327

BSL 50L307

BSL 100 L307

CSLS-35

CSLS-50

CSLS-100

6uF/250V

9uF/250V

14uF/250V

MHN/W-TD MHN/W-TD 70W

MHN/W-TD 150W

MHN/W-TD 250W

BMH 70 L407-ITS

PrimaVision 150 CDM

BSN 250 L407-ITS

SND-58   (SUD-40)

SND-58   (SUD-40)

12uF/250V

18uF/250V

230/240V - 50Hz (400V - 50Hz)
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Recommended Compact HID Lamp and Gear combination

OEM Catalogue 2008/2009 2.105

Alternative gear system for good performance

Gear Ignitor Capacitor

PrimaVision 2x035 CDM

BMH 35 L407-ITS

BMH 70 L407-ITS

BSN 150 L407-ITS

SND-58   (SUD-40)

SND-58   (SUD-40)

SND-58   (SUD-40)

6uF/250V

12uF/250V

18uF/250V

BSN 150 L407-ITS SND-58   (SUD-40) 18uF/250V




